4900 SERIES
ALUMINUM EM UNIT

WITH SELF-DIAGNOSTICS

INSTALLATION AND OPERATING
INSTRUCTIONS

IMPORTANT SAFEGUARDS

When using electrical equipment, basic safety precautions
should always be followed, including the following:

READ AND FOLLOW ALL
SAFETY INSTRUCTIONS

All servicing should be performed by qualified personnel
only.

Do not use this equipment outdoors.

Equipment should be mounted in locations and at heights
where it will not readily be subjected to tampering by un—
authorized personnel.

The use of accessory equipment not recommended by the
manufacturer may cause an unsafe condition.

Do not mount near gas or electric heaters.

Do not use this equipment for other than intended use.

SAVE
THESE INSTRUCTIONS

WARNING

Shut off AC power to branch circuits to which units will
be connected. All wiring should be per National Electrical
Code and local regulations.

NOTE:

A. This equipment is provided with a lockout feature whereby
connecting battery leads prior to energizing AC power will not
turn on the emergency lamps. After AC power is energized the
emergency lamps will turn on upon AC power failure.

B. This equipment is provided with a low battery disconnect
feature which prevents full discharge of batteries. If the building
is to be unoccupied for an extended period and AC power is
shut off, the batteries should be disconnected from the charger
to prevent damage.

C. The batteries provided in this equipment are sealed and
require no maintenance.
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INSTALLATION INSTRUCTIONS

CAP OFF
UNUSED LEAD

1) REMOVE AC HARNESS CONNECTOR FROM
TRANSFORMER ASSEMBLY INSIDE UNIT EQUIPMENT.
WIRE TO AC SUPPLY USING WIRE NUTS (NOT

SUPPLIED). REFER TO HOOKUP INSTRUCTIONS BELOW.

INSTRUCTIONS - HOOKUP

AC HOOKUP
120 VAC OPERATION 277 VAC OPERATION

White Wire — Common White Wire — Common
Black Wire — 120V Line| Blue Wire — 277V Line
Green Wire — Ground Green Wire — Ground

Unused primary wire must be insulated to prevent shorting

REMOVE KNOCKOUTS
A AS NECESSARY
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SCREWS (NOT PROVIDED)

2) REMOVE KNOCKOUTS FROM MOUNTING PLATE AS

NECESSARY. MOUNT TO 34" OCTAGONAL JUNCTION
BOX USING TWO SCREWS (NOT PROVIDED).
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4900 SERIES

TOP LIP (MATES WITH GROOVE

INSIDE UNIT HOUSING) \
- O r

s 7

\?\m
SNAP FEATURES

_— AC INDICATOR

3) RECONNECT AC HARNESS TO TRANSFORMER
ASSEMBLY. WHEN POWER HAS BEEN RESTORED, AC
INDICATOR SHOULD GLOW GREEN. ASSEMBLE UNIT TO
BACKPLATE BY HANGING UNIT OFF OF TOP LIP ON
BACKPLATE AND ROTATING DOWNWARDS UNTIL
SNAPPING FEATURES ENGAGE.

SMALL
BUTTON

TEST
L — SWITCH

4) LAMPHEAD MAY BE ADJUSTED BY PUSHING IN ON
THE SMALL BUTTON LOCATED ON THE SIDE OF THE
LIGHTBAR NEAREST THE TEST SWITCH. ROTATE
LAMPHEAD TO DESIRED ANGLE AND RELEASE BUTTON
TO LOCK IN POSITION.

IMPORTANT: REMOVE PROTECTIVE PLASTIC FILM
FROM REFELCTOR SURFACE!!
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TAMPER PROOF OPTION

TAMPERPROOF
SCREW

a LOCATION
(EACH END)

IF TAMPERPROOF OPTION IS ORDERED, SCREW/BIT KIT
#490009 IS PROVIDED. INSTALL SCREWS AT EACH END
OF UNIT USING PROVIDED BIT.
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4900 SERIES

OPERATING INSTRUCTIONS

Full recharge of batteries will require 30 hours.
MANUAL OPERATION: TESTING
INITIATING A MANUAL EMERGENCY TRANSFER TEST

A single press and hold for any duration will simulate the removal of AC power to the unit.
INITIATING A MANUAL 1 MIN. EMERGENCY TRANSFER TEST

INITIATING A MANUAL 90 MIN. EMERGENCY TRANSFER TEST

CANCELING MANUAL TESTS
A double press of the test switch will cancel testing.

INFRARED REMOTE - TESTING - FOR OPTIONAL EQUIPMENT UNITS ONLY
BUTTONS
N4  SETS UNIT TO RECEIVE IR REMOTE SIGNALS

ON 5 SECOND SELF-TEST

A 1 MINUTE SELF-TEST

B 30 MINUTE SELF-TEST

C 90 MINUTE SELF-TEST

D CANCEL SELF-TEST

SYSTEM RESET: PRESS A VW OFF A (UP ARROW, DOWN ARROW, OFF, UP ARROW)

STATUS INDICATOR DIRECTORY

NORMAL MODE
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