LED OUTDOOR UNIT EQUIPMENT
120VAC OR 277VAC
EMERGENCY OPERATION
INSTALLATION AND OPERATING INSTRUCTIONS

IMPORTANT SAFEGUARDS  +omotitpovse sy cote o ot satacon

© Do not mount near gas or electric heaters.
When using electrical equipment, basic safety precautions should

aiways be followed, including the following: @ Do not use this equipment for other than intended use.
READ AND FOLLOW ALL
SAFETY INSTRUCTIONS SAVE
® All servicing should be performed by qualified personnel only. THESE INSTRUCTIONS
o Equipment should be mounted in locations and st heights
where it will not readity be subjected to tampering by WARNING
unsuthorized personnel. Shut off AC power 10 branch circuits to which units will be
© The use of accessory equipment not recommended by the connected. All wiring should be per National Electrical Code
manufaciurer may cause an unsafe condition. and local reguistions.

INSTALLATION INSTRUCTIONS

HOUSING ASSEMBLY
/ / SCREW

[ COVER ASSEMBLY

Use supplied T-10 Torx bit to back screw halfway
out of cover assembly (screw does not need to be
completely removed). Separate cover assembly
from housing assembly and set aside.
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TEMPORARILY REMOVE CIRCUIT BOARD
BEFORE PUNCHING OUT
SURFACE CONDUIT ENTRY

BACK CONDUIT ENTRY

WIRING KNOCKOUT TO
BE USED WITH JUNCTION
Determine desired point of entry for AC supply and remove appropriate knockout. BOX MOUNTING
Remove junction box mounting knockouts as necessary and mount product with
screws (not provided). (The LED's may be seen to flash while striking the knockouts.
The battery may be temporarily disconnected to eliminate this if desired.)
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@ Make AC supply connections. There are two inputs required.

1 ) The connector assembly marked with "unswitched" labels and bearing a red wire must be connected to an
unswitched (always hot) input. Cap off unused 120VAC or 277VAC wire to prevent shorting. This input will
charge the batteries. Loss of this input will cause the unit to enter emergency operation mode.

2) The second input, bearing a blue wire, may be connected to either switched or unswitched AC service. Cap
off unused 120VAC or 277VAC wire to prevent shorting. This input controls the operation of the lamps in
non-emergency conditions and may be connected to a wall switch, photocell, etc.

CAUTION: At power up, if red and green led indicators continuously toggle on and off in an alternating pattern,
immediately tum off AC power and check AC wiring per the above. Fast flashing indicates high line voltage and slow
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