LED EDGELIT SIGN
120VAC OR 277VAC
INSTALLATION AND OPERATING INSTRUCTIONS

LISTED

IMPORTANT SAFEGUARDS Do not et power supply cords bouch hot surfacee.

© Do not mount near gas or electric heaters.
When using electrical equipment, basic safety precautions should

always be followed, including the following: © Do not use this equipment for other than intended use.
READ AND FOLLOW ALL
SAFETY INSTRUCTIONS SAVE
o Al servicing shouid be performed by quallfed personnel onl. THESE INSTRUCTIONS
© Equipment should be mounted in locations and at heights
where it will not readly be subjecied to tampering by WARNING
unsuthorized personnel. Shut off AC power 1o branch circuits o which units will be
® The use of accessory equipment not recommended by the connected. All wiring should be per National Electrical Code
manufacturer may cause an unsafe condition. and local regulations.

INSTALLATION INSTRUCTIONS

,‘:./. ENDMOUNT

¢ KNOCKOUT

BACKMOUNT /
KNOCKOUT

TOP MOUNT / PENDANT MOUNT
KNOCKOUT

RECESSED MOUNT
KNOCKOUT

Remove knockout appropriate to mounting
configuration desired. Proceed to Steps 2 thru 5
for end, wall and surface ceiling mounting.
Proceed to Step 6 for recessed ceiling mount
instructions.

Chloride is a Philips group brand leI.I PS




LISTED

Assemble crossbar, nut and nipple as shown and
attach to junction box with nipple protruding
outwards as shown. Route AC supply wires thru
opening in canopy and place canopy over nipple
in orientation shown.

—- O

See Step 3A for wall and end mounting.
See Step 3B for surface ceiling mounting

WRENCH

Route AC supply wires thru knockout in exit
housing and hang exit on nipple (end mount
shown - back mount similar). Route AC supply
wires thru nut and fasten to nipple to secure exit
to wall. A wrench is provided in the canopy kit for
this purpose.
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@ Route AC supply wires thru center knockout in top
plate of exit assembly. Route AC supply wires
thru nut and fasten to nipple thus securing top
plate to ceiling. A wrench is provided in the

— Oy | canopy kit for this purpose.
=¥ py purp
T~ TOPPLATE
ASSEMBLY

NuT —~ / PRESS DOWN ON BUTTONS (THREE PLACES) TO ALLOW INSERTION OF
/ AC SUPPLY WIRES. WHEN BUTTON IS RELEASED,WIRE WILL BE TRAPPED.
WHITE }IE{} Z ﬁj}% C COMMON 3 AC HOOKUP
: WHITE E .
— Py |- ( S £ |120 VAC, 60Hz OPERATION | 277 VAC, 60Hz OPERATION
BLACK O 120VAC 2 m
E@ }"'{F’ N %}m{ (] == S& | White Wires - Common White Wires - Common
o S e N - ( - Eg Black Wires - 120V Line Black Wires - NOT USED
RED %J‘}. R %}m{ % = "g“é Red Wires - NOT USED Red Wires - 277V Line
N §'Q5_ Green Wire - Ground Green Wire - Ground
) GREEN __ __ GROUND , | Yellow Wires - Wall Switch for control of flasher
. YELLOW function (if ordered as an option)

YELLOW

L
N — —

WALL SWITCH (supplied by others) FOR EXTERNAL
CONTROL OF OPTIONAL FLASHER FUNCTION

AC input terminal block is found on top plate. Make AC supply connections by color as shown. Three
lengths of 18 gauge wire are supplied in the hardware kit for use if wire nut connections are to be made in
the junction box. Keep AC supply wires as short as possible to avoid excess bulk. See table at

right for wiring instructions.

%,\
|

CIRCUIT BOARD CONNECTORS

A hook is provided in the canopy kit for temporary
hanging of the housing assembly while making wiring
connections. Plug transformer assembly into circuit
board connector as shown. Snap housing assembly and
top plate assembly together (END MOUNT
SHOWN - WALL AND CE/ILING MOUNT
S/M/ILAR). Snap lens into housing from bottom. Tug
gently on lens to ensure lens has firmly engaged

| housing. Legs of lens attachment clips may be bent
outward slightly in order to improve lens retention, if
required. Remove protective film from surface of lens.

\ LENS
ATTACHMENT

CLIPS
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